Inteligentny naped zwrotnicowy

J. Kreinbucher

\

voestalpine Metal Engineering GmbH & Co KG
www.voestalpine.com

voestalpine

ONE STEP AHEAD.



Plan

» Czego oczekujemy od supernowoczesnych napeddéw zwrotnicowych?
» Napedy zwrotnicowe ECOSTAR - przyktad
» Czego oczekujemy od inteligentnych napeddw zwrotnicowych?

» Inteligentny rejestrator RML 4.06™ dla zintegrowanej diagnostyki
ECOSTAR

» Wizualizacja danych, informacji i trenddw

» Perspektywy
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Czego oczekujemy od napeddw zwrotnicowych?

»

»

»
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Podstawowe funkcje

» Przestawianie iglic

» Umozliwienie zaryglowania iglic (np. za pomocq zewnetrznego zamkniecia)
» Detekcja i kontrola potozenia iglic

Wymagania RAMS

» SIL 4 zgodnie z normami CENELEC

» Potwierdzona niezawodnos¢ (niski parametr MTBF) - dtugi okres zycia

»  Wytrzymatosé, zwartosc i niewielka masa

» Najwyzsza dostepnos¢ - dtugie okresy pomiedzy serwisami, niskie naktady utrzymaniowe
(niski parametr MTTR)

» |IP54|lub P67

Elastycznosc¢
» Rd&zne geometrie, kompatybilnos¢ z réznymi systemami srk
» Regulowana sita nastawcza i trzymania, nierozpruwalne i rozpruwalne
» Zwrotnice, ruchome dzioby krzyzownic i wykolejnice
voestalpine
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Przyktad napedu zwrotnicowego: ECOSTAR
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»
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»

voestalpine SIGNALING Zeltweg GmbH
4 | 23.01.2018 | Inteligentny naped zwrotnicowy

Monoblokowy uktad hydrauliczny ze zintegrowang
pompq reczng

Zintegrowany uktad detekcji pozycji krancowej
Zaprojektowany i zatwierdzony zgodnie z normami
CENELEC EN 50126/50129

Mozliwe podbijanie mechaniczne w przypadku
zastosowania w podrozjazdnicach zespolonych
Dostepne warianty IP54 [ub IP67

Gotowe do obstugi ruchomych dziobdw krzyzownic
Dostepne opcje rozpruwalne i nierozpruwalne

voestalpine



ECOSTAR - Dane techniczne

» Rozwigzania dopasowane do skokéw do 240 mm
i odleganiglicdo 175 mm.

» Sita nastawcza regulowana do 17 kN (zwykle to 5 kN
lub 8 kN)

» Regulowana sita trzymania w wypadku konfiguracji
rozpruwalnej (zwykle 7 kN lub 10 kN)

» Masa catkowita< 100 kg

voestalpine
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ECOSTAR - Dane techniczne

» Dostosowana konfiguracja elektryczna (np. 400VAC
3~,230VAC 1~ lub rézne rozwigzania DC)

» Mozna tqczy¢ go z réznymi technologiami srk oraz
systemami detekcji pozycji krahcowej

» Bardzo dobrze wspdtpracuje z innymi elementami
srk (np. SPHEROLOCK)

voestalpine
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ECOSTAR - Test okresu zycia
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ECOSTAR ukonczyt ponad
1,000,000 przestawien bez
sladéw zuzycia ani pogorszenia
wynikéw dziatania.

Ponad 1000 jednostek
w eksploataciji.
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Czego oczekujemy od inteligentnych napeddw
zwrotnicowych?

»  Wyposazone w czujniki oraz ,,mini” rejestrator, wliczajgc w to oprogramowanie
diagnostyczne podtgczone poprzez chmure do platformy oprogramowania

open source, co pozwala na dostarczenie petnych i uzytecznych danych -
komunikacja M2M.

»  Inteligentne oprogramowanie centralne dostarcza wyprzedzajqce prognozy
dla celéw przeglgddw, utrzymania oraz zarzgdzania zasobami w czasie ZYCICI.
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Inteligentny rejestrator RML 4.0 ™M)
dla zintegrowanej diagnostyki w ECOSTAR

Transmitor wartosci ci$nienia (R/L)

Przektadnik napieciowy wywotujgcy
rejestracje danych
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RML 4.0 5™ z baterig i anteng
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Inteligentny rejestrator RML 4.0 ™M)
dla zintegrowanej diagnostyki ECOSTAR

»

»

»

»
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RML 4.0 ™) zaprojektowano, by zapewni¢ diagnostyke napedéw
zwrotnicowych oraz hydraulicznych systeméw przekazywania sit (np.
HYDROLINK).

Oprogramowanie diagnostyczne w rejestratorze wykrywa odchylenia
w monitorowanych podzespotach i przekazuje odpowiednie dane
diagnostyczne poprzez SIM/modem o niskim poborze energii.

RML 4.0 8™ dziata na baterie i komunikuje sie z platformq diagnostyczng
ROADMASTER® gdzie odbywa sie dalsza ocena zebranych danych
diagnostycznych.

Dane te wykorzystuje sie do generowania wiadomosci o charakterze

prewencyjnym i identyfikacji potencjalnych przyczyn dla kohcowych
uzytkownikéw.
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Wizualizacja danych, informac

JI 1 trenddw

Wybér obszaru / podglgd rozjazdu

Integracja
diagnostyki
z interfejsem
uzytkownika

Dane diagnostyczne
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Wizualizacja danych, informac

JI 1 trenddw

Rézne urzgdzenia koncowe

Dalsze
opcje
wizualizacji
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Wizualizacja danych - Pulpit Zarzgdzania

Management Dashboard & Tmeine [ |

Region Base

‘ West =l

26,279,467

Switches Operations

Values compared to last year @ 2017+ 04-01 -> 2016-04-09)
v-90.6 % »-95.21 % v-92.75% v -85.52 %
92654 491 319 2
OPERATIONS IRREGULARITIES FAULTS ALARMS SENT
Operations / Faults (365 days) Critical Assets (365 days)

W > 38% (3 Bases)
M >= 95% (1 Bases)
W <95% (0 Bases)

99.64%

75%
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Dziekuje

Johannes Kreinbucher
T. +43/50304/28 342
johannes.kreinbucher@voestalpine.com
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Function description
for the point machine modes

» Sleep mode”. The RML 4.0 SMjs ysually in this mode (energy-saving
mode)

» If a current flows through the primary circuit of the current transducer,
the RML 4.0 5™ will start to record the three analogue channels at a rate
of 50 measurements per second. The recorded pressure curves are used
to determine the force profile and are compared with reference values.

» |If no deviations are detected, the date/time/setting
time/temperature/position information is stored on an internal flash memory
and the RML 4.0 M will switch back to sleep mode. This status information is
provided to the ROADMASTER® platform once a day.

voestalpine
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Function description
for the point machine modes

» |f a deviation is detected (deviation from the E/U/V reference is too large,
E/U/V consumption is too high, E/U/V force peak is too large, setting time is
too long) the 2G modem will switch on and transmit this information
immediately to the ROADMASTER® platform. After the transmission, the
logger will switch back to sleep mode.

» “Commissioning” mode
» The RML 4.0 ™) can be put into a “commissioning” mode via a solenoid
switch on the RML 4.0 ™) housing or via a time window configuration on the
ROADMASTER® platform. In this mode, all setting profiles, including those
without deviations, are transmitted. After a configured time period (15 min),

the RML 4.0 8™ will switch back to sleep mode. VOGStGlpme

voestalpine SIGNALING
23 | January/2018 | Intelligent Point Machine



Point machine mode (electromechanical)

w )

"\' Load Pin bolt attached to the setting rod

e e g

Through-hole current g , L RML 4.0 ™including battery and antenna
ransducer for triggering y positioned in the hollow sleeper or on
he recording an earthed base.

voestalpine SIGNALING
24 | January/2018 | Intelligent Point Machine

voestalpine



RML 4.0 - HYDROLINK® mode

Sensor connection line in
protective hose
Absolute pressure transducer

Hydraulic plug-in connector on the
flush connection

RML 4.0 ™M including battery and antenna
positioned in the hollow sleeper
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ROADMASTER® platform for HYDROLINK® mode

Langzeit Trend
Bahnhof Hydrolink - Hydrolink Test 1
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[bar] auxiliary memory [bar] [bar]
[bar]

73 555 6.5

1. Automatic notification if the ROADMASTER® detects that a measurement has fallen short of the limit value.

2. Display of an expert message: Diagnosis: <quick pressure drop> possible cause: loose hydraulic clutch
Diagnosis: <slow pressure drop> possible cause: leaky cylinder

voestalpine
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Function description for HYDROLINK® mode

» “Sleep mode”. The RML 4.0 5Mjs usually in this mode (energy-saving
mode)

» At preconfigured measuring intervals (default: 15 min), the RML 4.0 &™)
switches from sleep mode to measuring mode and takes a system
pressure measurement.

» |f the value does not fall below the lower limit, the
date/time/measurement/temperature are stored on an internal flash
memory and the RML 4.0 ™) will switch back to sleep mode. This information
is provided to the ROADMASTER® platform once a day.

voestalpine
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Function description for HYDROLINK® mode

» |If the value does fall below the lower limit, (measurement value falls below a
configurable limit (LowLow)) (default: 5.5 bar), the 2G modem will switch on
and will transmit this measurement immediately to the ROADMASTER®
platform. After the transmission, the logger will switch back to sleep mode.

» “Commissioning” mode
» The RML 4.0 ™) can be put into a “commissioning” mode via a solenoid
switch on the RML 4.0 ™) housing or via a time window configuration on the
ROADMASTER® platform. In this mode, system pressure measurements are

taken every minute and are transferred immediately to the ROADMASTER®
platform.
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